
 

RBP Beadlock Wheel  

Installation Instructions 
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Congratulations on your purchase of RBP 50R Cobra Beadlock Wheels.  Your RBP 

Beadlock wheels come with everything you need to mount your tires in a traditional DOT 

configuration or as a true beadlock for hardcore off-road use. 

 

 

DOT Tire Mounting Instructions 

1. Set the wheel on a tire mounting machine and install the valve stem and TPMS sensor if 

applicable. 

2. With the beadlock ring and plastic filler ring removed from the wheel, mount the tire in 

the traditional fashion. 

3. Install the filler ring and beadlock ring. 

4. Apply anti-seize on the beadlock ring hardware and toque to 20 lb.-ft. 

5. Balance and mount your wheels and tires. 

 

True Beadlock Tire Mounting Instructions 

1. With the beadlock ring and plastic filler ring removed from the wheel, place the wheel on 

a level surface or tire mounting machine.   

2. Install the valve stem and TPMS sensor if applicable. 

3. Apply tire lubricant on the inner bead of the tire. 

4. Place the tire on the top face of the wheel and slip the inner bead of the tire past the 

outer flange of the wheel. 

5. Center the outer bead of the tire on the wheel and make sure the bead is resting flush 

against the outer flange of wheel. 
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6. Place the beadlock ring on the outer flange of the tire and line up the holes on the 

beadlock ring with the tapped holes on the wheel.  Be sure to align the RBP logo on the 

beadlock ring 180° from the valve stem hole. 

 

 
 

7. Apply anti-seize to the threads and start each bolt and flat washer by hand.  Drive all 

bolts down evenly until they are hand tight. 

8. Using a torque wrench, follow the sequence below and tighten the bolts to 10 lb.-ft. 

 

 

 

  

9. Using a torque wrench, repeat the sequence and tighten the bolts to 20 lb.-ft. 

10. Using a torque wrench, repeat the sequence and tighten the bolts to 30 lb.-ft. 
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11. Using a torque wrench, follow the circular sequence below and re-tighten the bolts to 30 

lb.-ft. Repeat the complete process from 1 through 24 until all bolts are set to 30 lb.-ft. 

 

  

12. Inspect the fitment of the beadlock ring against the wheel flange.  Using a feeler gauge, 

make sure that there is no gap between the beadlock ring and the wheel flange.  Check 

for gaps all around the wheel flange.  If there are no gaps, proceed to inflate the tire.  

 

13. Using a soapy water solution, check for air leaks around the beadlock ring. 

14. Balance and mount your wheels and tires. 

15. After the first 50 miles or so, check the torque on the beadlock bolts using a torque 

wrench set to 30 lb.-ft and the circular sequence from Step 11.  Tighten as needed. 


